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The M530 by Apex Fabrication is an ASTM 
M30/P1, crash tested, bolt-down arm barrier.  
The heavy-duty, electro-mechanical drive 
system provides low-maintenance, high-
cycle performance wherever traffic control 
is needed.

OVERVIEW
The M530 can be professionally installed by our in-house technicians or 
contracting partners. This will ensure the highest quality installation and best 
service throughout the project.

Installation

options

FEATURES

Custom paint colors to match 
customer requirements

Integrated red & amber LED traffic lights

Solar-powered flashing warning lights 
on arm 

Battery back-up 

Master and remote push-button stations 

A complete access control solution

All-electric, no hydraulics  

M30/P1 crash tested for openings of 12 ft and 22 ft, with larger openings 
also available

Both 12” shallow mount & deep mount foundation solutions

Bolt–down design allows for future relocation

Dual Channel Loop Detector can be used for auto-close and/or safety

Operates on 208-240VAC / 20A (L1, L2, G)

Easily integrates into 3rd party access control equipment 
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apex fabrication & design, INc. • www.apexfab.com • info@apexfab.com • 610-689-5880

6'-4"

3'-8"

6'

OPENING WIDTH

OPENING WIDTH + 7'-10"

12"
CONCRETE PAD
4,000 PSI MIN.

POWER REQUIREMENTS: 120VAC/20A (PREFER 208-240VAC/20A)

6'-4"

3'-8"

6'

OPENING WIDTH

OPENING WIDTH + 7'-10"

12"
CONCRETE PAD
4,000 PSI MIN.

POWER REQUIREMENTS: 120VAC/20A (PREFER 208-240VAC/20A)

6'-4"

3'-8"

6'

OPENING WIDTH

OPENING WIDTH + 7'-10"

12"
208-240VAC / 20A (L1, L2, G)




